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NOTE:

1. +12V and GND should be connected correctly.

2. It is recommended to connect the lock to the power supply. 

3. The RFID card frequency is 125KHz. 

4. The product is subject to change without notice.

5. Damage by improper operation is not under warranty.

Wiring Diagram

Menu Structure

1. Connect the wires before installation.

2. Fix the back plate on the position.

3. Use a pencil to draw the hole positions.

4. Drill holes and put the expander nuts.

5. Drag the wires through the back plate.

6. Fasten the back plate using screws.

7. Connect the wires with the device.7. Connect the wires with the device.

8. Mount device and fasten the screw.

Installation Guide
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Device Introduction
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1. Download report: Please insert the TF card first, and then select dates to download.
2. Clear record: This operation will clear all the records from the device!
3. Statistic info: This window shows the total user, admin and record quantities.
4. Device info: It displays the device and configuration information.
5. Admin list: It shows all the current admin users.
6. User list:  Here shows all users. Letter F is for fingerprint, P is for password and C is for card.
7. Set language: The device supports English, Chinese, Spanish and Portuguese.7. Set language: The device supports English, Chinese, Spanish and Portuguese.
8. Set date: Choose the date in the calendar and press OK.
9. Set time: Choose the current time and press OK.
10. Change background: Here you can change the wallpaper of the main screen.
11. Upgrade firmware: Please insert the TF card first, and then press the “UPGRADE” button.
                                     Make sure the TF card has the correct firmware file.
12. Update logo: Please insert the TF card first, and then press the “UPDATE”button.
                            Make sure the TF card has the correct logo file.                            Make sure the TF card has the correct logo file.
13. Touch adjust: Adjust the touch screen when it is necessary.
14. Factory mode: This will erase all data and set device to default mode!
15. Set ID: You can set the device ID.
16. Set relay time: Configure the relay time. The door will be closed after your configured time.
17. Door sensor: Please connect the door sensors and make sure the door is closed first. And
                            then, press “CALIBRATE” button to detect the door sensor type. In the 
                            setting window you can set the warning time if the door is detected open.                            setting window you can set the warning time if the door is detected open.
18. Wiegand mode: You can select Wiegand 26 or 34 mode.
19. Screen saver: The screen saver will be turned on after your configured time.
20. Record warning: If this is enabled, there will be a warning every 30 seconds if the record
                                 amount reaches the configured percentage.
21. Date format: You can select different date format according to your region.

ATTENTION:Please be careful when you use functions: Empty user, Restore
users, Clear record, Upgrade firmware, Update logo, Touch 
adjust and Factory mode.

Other Operations

6. Restore users

Main menu Report menu Restore users

Please insert the TF card first and then press “RESTORE” button.

NOTE: The previous backup file should exist in the TF card, and this operation will

overwrite all the current user data!

5. Backup users

Main menu Report menu Backup users

Please insert the TF card first and then press “BACKUP” button.

4. Clear admin

Main menu User menu Clear admin

NOTE: This will clear all admins, but the users are not deleted.

3. Empty user

Main menu User menu Empty user

NOTE: This will delete all users!

2. Edit user

Main menu User menu Edit user

1) Input the valid user ID first.

2) The other operations please refer to “Add user”.

3) You can press “Delete” button to delete the user.

1. Add user

Main menu User menu Add user

1) The ID range is from 0 - 999, please input user ID before next steps.

2) The user name should not be longer than 16 characters.

3) After turning on the admin button, the user will be enrolled as admin.

4) You need to press the SAME finger 3 times during enrollment.

5) After confirmation, please press “OK” button to finish registration.

User Operations

: Press this button to enter the main menu. If admin exists, please verify admin first.

: Press this button for password verification.

Main Screen


